PMI-Technology Sdn Bhd

YOUR SOLUTION PARTNER FOR SOLID/LIQUID FILTRATION TECHNOLOGY

¢ Robust construction
e Suitable for many applications
e Available in a range of sizes
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PMI Agitator

PMI Standard Vertical Series Type D, G500 — G2000
agitators are robustly constructed to suit large
numbers of tank sizes and applications.

Heavy duty gear boxes are used, with additional
anti-friction bearings to prevent bending movement
which causes excessive wear on the gear tooth.

The Agitator dimensioning and selection of impeller,
speed, Shaft sealing for example stuffing boxes

as well as single-acting or double-acting Mechanical
Seal and Drive power are made in accordance with
the operating conditions.

The Agitator shaft is mainly mounted in an overhung
arrangement. For a shaft longer than 6 meters, it will
consist of multiple parts, connected by rigid flange
coupling according to DIN 28155 standard. This
facilitates transport and assembling. The dimension
of the mounting flange in accordance with DIN or
ASME is determined by the connection nozzle, in
consideration of process temperature and vessel
pressure. For mounting on a sectional cross beam,
the base plates are square or rectangular.
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Standard D/G Series (mm)

Model @d [en(©D) | tk T H1 H2 oF oV oM 2Q oR os | ot
25 - - 18 - - - - 285 240 212 22 8
D 30 - - 20 - - 110 - 285 240 212 22 8
40 - - 25 - - 110 - 285 240 212 22 8
- 30 140 4.5 28 190 - 110 - 250 210 188 18 8
40 140 4.5 28 210 - 110 - 250 210 188 18 8
30 165 5 30 200 - 110 245 285 240 212 22 8
G600 40 165 5 40 215 160 110 245 285 240 212 22 8
50 165 5 45 250 200 110 245 285 240 212 22 8
40 216 5.8 30 330 - 110 300 340 295 268 22 12
G800 50 216 5.8 45 280 200 110 300 340 295 268 22 12
60 216 5.8 50 315 265 145 300 340 295 268 22 12
50 267 6.6 45 280 200 110 365 405 355 320 25 12
G1000 60 267 6.6 50 315 265 145 365 405 355 320 25 12
70 267 6.6 50 340 295 185 365 405 355 320 25 12
60 319 6.9 50 315 265 145 420 460 410 378 25 12
G1200 70 319 6.9 50 340 295 185 420 460 410 378 25 12
75 319 6.9 65 375 330 185 420 460 410 378 25 12
70 356 7.9 50 340 295 185 495 520 470 438 25 16
G1400 75 356 7.9 65 375 330 185 495 520 470 438 25 16
80 356 7.9 65 390 350 185 495 520 470 438 25 16
75 406 7.9 65 375 330 185 545 580 525 490 30 16
G1600 80 406 7.9 65 390 350 185 545 580 525 490 30 16
90 406 7.9 70 430 390 100 545 580 525 490 30 16
80 457 7.9 65 390 350 185 595 640 585 550 30 20
G1800 90 457 7.9 70 430 390 100 595 640 585 550 30 20
100 457 7.9 70 490 450 100 595 640 585 550 30 20
90 508 7.9 70 430 390 100 650 715 650 610 33 20
G2000 100 508 7.9 70 490 450 100 650 715 650 610 33 20
120 508 7.9 85 550 500 210 650 715 650 610 33 20
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Our well-proven RG Series Agitators allows for quick
exchange of mechanical seal.

After the removal of the intermediate shaft and coupling,
the complete mechanical seal with anti-friction bearings
can be removed without dissembling the gear unit. With
wide lantern openings to facilitate disassembly, all
components are easily accessible.

A free-hanging device below the base plate supports the
whole Agitator shaft. A mechanical seal lifting device
with built-in roller bearings (without gear removal by using
an intermediate shaft) is available upon request.




Standard PM Series (mm)

Model I'-I’Jc:.\in‘l,:r (SF’()SI?II(; In?poellloefrs oW [@N (0D) tk T h1 h2 c
PM25 - 0.18 0.18kW 325 1 25 89 5 40 195 300 200 10 50 35 65 135
PM30 - 0.37 0.37kW 330 1 30 89 5 40 195 310 250 10 50 35 65 135
PM30 - 0.75 0.75kW 336 1 30 89 5 40 195 350 300 10 50 35 65 135

PMI Portable Mixers Standard PM Series
are ideal for small mixing applications that
require a flexible and cost-effective
solution.

STANDARD PM SERIES

PMI offers a wide range of products, which include:

e Filter Presses, Pressure Leaf Filters, Reverse Pulse Filter, Cartridge Filters,
Bag Filters, Nutsch Filters, Centri Filters, Tilting Filters, Level Leaf Filters,
Agitators, Static Mixers.

e Pressure Vessels, Tanks and Silos, Columns, Towers, Dryers, Shell & Tube
Heat Exchangers, Condensors, Heaters, Coolers, Reboilers, and General
Steel & Stainless Steel Fabrication & Site Erection Works.

Agent’s Contact / Sales Person

PMI-Technology Sdn Bhd

Company No. 568062-K

No. 17 & 19, Jalan Pengacara U1/48,
Temasya Industrial Park,

40150 Shah Alam,

Selangor Darul Ehsan, Malaysia.
Tel: +603 5569 3993/4240

Fax: +603 5569 3131

Email: info@pmi-group.com

Cert No. KLR6007966

WwWw.pmi-group.com



